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Stahovak loZisek integrovaného stiedového slozeni BB30

Tool for removing bottom bracket bearing BB30

StaZeni loZisek / Bearing removal

Peclivé vsunite stahovaci hlavu nastroje do integrované stredové osy.
Hlavu nasurite az za loZiska stfedové osy (oznaceno zelené). /

Carefuly insert the guide head of removal tool trough bottom bracket shell and into the back side of bearing
(marked green)

Pro stazeni loziska integrované stfedové osy Sroubujte matici

(kli¢ €. 19) dokud loZisko neni zcela odstranéno.

Stejny popstup opakujte na druhé strané stredové osy pro stazeni
druhého loziska. /

To remove side bearing from the bike frame, screw nut as long as
puller does not start to remove the side bearing. When side bearing
is removed (marked green), repeat steps on opposite side of bottom
bracket shell to remove second bearing.

Instalace loZisek/ Bearing instalation

Pro instalaci novych lozisek integrovaného stfedového slozeni pouzijte lis na misky UNIOR U616290 viz. obrazek.
Otéacenim vratidla po sméru hodinovych rucicek plynule nalisujte loziska do ramu.
Ujistéte se, Ze lisovaci hlava, loziska a misky jsou po celou dobu lisovani soumérné zarovnany se sttedovou mufnou ramu. /

Assemble installlation bushings, bottom bracket bearings, bottom bracket shell, and our bearing cup press tool (article
1680/4) as shown. Turn handles of bearing cup press, making sure the bushings, bearings and bottom bracket are always
aligned. Continue pressing untill each bearing bottoms againstthe stop ubsude the bottom bracket shell.
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